
 5
0 

 4
0 

44 TWR44 
ROTATING SHEAVES 

 12.0 

DRILL 
12.5

HOLED
EC

K
TH

IC
KN

ES
S

10
-5

7M
M

 6
4 

 2
2 

APPLY SEALENT/ 
JOINTING 

COMPOUND
APPLY THREAD 
LOCK BETWEEN 
STUD AND AXLE.

M12 NYLOC NUT 
(SUPPLIED)

M12 A4-80 STUD
(SUPPLIED)

 61 

MAX SHEAVE LOAD:

MAX LINE SIZE:

2500kg

24mm1:1 A4

FASTENERSALL DIMENSIONS IN MM
SCALE

WARNING: 
IF USING AS TEMPLATE, ENSURE PRINTER SETTINGS ARE 
ADJUSTED TO ACCOUNT FOR THE DRAWING SCALE AND ALWAYS 
CHECK DIMENSIONS.
 

COPYRIGHT:
THIS DRAWING IS PROTECTED BY COPYRIGHT. ANY USE IS 
FORBIDDEN WITHOUT THE WRITTEN CONSENT OF SPINLOCK.

PAGE SIZE TWR44
©
⚠

DEC
DATE

2018
M12 x 1

WEIGHT

320g
FOR MORE INFO CONTACT 

SPT@SPINLOCK.CO.UK


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3


